
STANDPOST  TYPE WATER MONITOR -TYPE-I
CARBON STEEL WITH ALUMINUM ALLOY NOZZLE

FIRETECH
MUMBAI-78
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DRG.NO.

501-MKT-A1-AL

 NOTE:- 1] WORKING PRESSURE SPECIFIED IS AT THE INLET OF MONITOR.
              2] * PERFORMANCE DATA OBTAINED IN STILL AIR CONDITION.
              3] ALL DIMENSIONS ARE IN mm, UNLESS OTHERWISE SPECIFIED.

ITEM CODE FLANGE
NB

NOZZLE
mm

FLOW IN LPM
@ 7 BAR

RANGE IN METERS*

HORIZONTAL VERTICAL

 1. APPROVAL:- ISI

 2. MAX. WORKING PRESSURE:- 12 BAR

 3. HYDRAULIC TEST PRESSURE:- 23 BAR FOR 5 MINS.

 5. ROTATION:- HORIZONTAL- 360 , VERTICAL- +90 ,-45

 6. FINISH:- PAINTED FIRE-RED TO SHADE NO:536 OF IS:5.

TECHNICAL DETAILS

 BASE FLANGE

 REDUCER

 BEND

 PIPE

 SWIVEL JOINT

 HANDLE

 LOCKS

 DRAIN COCK

SR.NO. DESCRIPTION MATERIAL
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MATERIAL OF CONSTRUCTION

 SPECIFICATION:- IS:8442
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PERFORMANCE DETAILS

 4. FLANGE DRILLING:- AS PER ANSI.B.16.5,150#

WM-63-AL 100 32 1750 53 21

 CARBON STEEL

 CARBON STEEL

 CARBON STEEL

 CARBON STEEL

 COPPER ALLOY

 CARBON STEEL

 COPPER ALLOY

 BRASS

 ALUMINUM ALLOY

WM-75-AL 100 38 2580 60 28

WM-100-AL 100 45 3500 64 32

 7. ALL MS PARTS ARE HOT DIP GALVANISED.


