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Firetech Foam Water Hose Reel Stations is a compact designed and 
engineered system that works on system water flow and pressure. 
The purpose of these systems is to quickly operate and suppress in 
turn control the fire spread in case of an emergency fire scenario. 
The system is designed for fixed installation that uses system water 
flow and pressure for foam application on fire areas. The system 
consists of a foam concentrate storage tank, proportioning 
equipment that is an inductor, a hose, and a discharge device like a 
nozzle. The system is very easy to install and set up for quick 
operation having an effective attack against a hazardous fire 
situation.

The major application finds in locations such as processing areas, 
storage areas or material handling areas where it is used to control 
fires or spills of high flammable or combustible liquids. It is available 
in SS/CS foam storage tank capacity of 36 Gallons to 60 Gallons 
along with suitable pre-piped inline inductors of capacity 60 or 95 
GPM (227 or 360 LPM) suitable for 3% induction. The foam tank is 
supplied with a pressure/vacuum vent, fill opening, drain plug, lifting 
eyes, and rigid concentrate pick-up line to tank bottom. Each station 
consists of a fixed continuous flow hose reel containing 100 feet of 
1.5 inch hard rubber hose and a hand line nozzle with a shut-off 
valve. The system is designed for a plug-and-play operation that 
requires a filled foam concentrate tank and inlet for water at the 
inductor. The station is equipped with a water inlet manifold and 
supplied with a Fire Red to RAL 3000 paint finish.

DESCRIPTION OPTIONS
  • Unit can be supplied with CS wih internal FRP lining / SS 304 / 

SS 304L / SS 316 / SS 316L foam concentrate storage tank.
  • For customized application, systems can be provided for foam 

tanks in various capacities, two or more in-line inductors and 
hose reels.

  • Inline inductors available in SS 304 and SS 316 Construction
  • Hose Reel can be provided in SS 304 or SS 316 options

• Hand Nozzle is a non-air-aspirating type, which has a better  
stream and gives a constant flow whether on straight stream or 
fog patterns. Nozzle flow rate is 95 gpm @ 100 psi

• Foam concentrate storage tank is available in CS/SS
• Hose reel is stainless steel and is mounted on top of tank
• Designed for continuous operation hence foam tank can be 

refilled during the operation of the unit
• In case unit is to be used with water only, In-line inductor pickup 

tube has manual ball valve that can be closed

ORDERING INFORMATION
Firetech Foam Water Hose 
Reel Station

36 Gallon to 60 Gallon

Hose Reel With Material Of
Construction

CS / SS

Foam Tank Material Of 
Construction

Stainless Steel, CS 
with Internal FRP

Inline Inductor Capacity 
& Material Of Construction

60 GPM or 95 GPM
(227 or 360 LPM) at 7 Bar
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